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IN THE SPECIFICATION 

Please replace the paragraph beginning on Page 7, line 
12, with the following amended paragraph: 

The storage 114 is to retain, in addition to the product 
number, the data for connecting to a discrete product web page 
whereon the information for the product is offered (such as, 
for example, telephone number and page address) and the 
authentication data for connection such as a user password for 
accessing the product web page. Of such data to be stored 
into the storage, at least the data for connecting to the 
product web page is to be per otorcd pre-stored into the 
storage before the customer purchases the product and starts 
to operate it. 

Please replace the paragraph beginning on Page 8, line 6, 
with the following amended paragraph: 

The product D 14 is aft a product example comprising the 
processor 110 and storage 114 , but does not have the input 
interface 112 afid or display 111 as the user interface , or and 
the communications interface 113 . This product is connected 
to another product such as a mobile station equipped with the 
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input interface 112, display 111, and communications interface 
113, so that the contents of its storage 114 are read through 
the mobile station. The product B 12 is a^i a product example 
comprising the processor 110, storage 114, and communications 
interface 113 . This product is connected to the 
communications interface of another product such as product A, 
so that the contents of its storage 114 are delivered to the 
product such as product A via the communications interfaces 
113. The product C 13 is a product example equipped with the 
communications 113 interface that controls its connection to 
the network as well as the input interface 112. The product D 
is, for example, a household electrical appliance, a unit of 
gas fittings, etc. that is furnished with at least the storage 
114 out of the input interface 112, communication interface 
113, and storage 114 for implementing the present invention. 



3 



